18'-0" TAPERED MAST ARM, 6.5" MINIMUM 0.D. @

POLE x 0.1793" THICKNESS MAXIMUM TAPER=0.140" /FT
g o’ . 7-0" 3'x36" STEEL
'NST%LELAS(ER 2-6 2=0° 1 2-0 1 19" FLASHING YELLOW PIPE
(NOT SHOWN) LED BEACON TUNNEL  GALVANIZED
FACING | 6", 2-0" VISOR AND 5" FOR SOLAR
OPPOSITE BACKPLATE (3 PANEL
DIRECTION | REQUIRI-ED) 3)5 WATT  ASSEMBLY

TYP.

PROVIDE §{ i< ) - ——
RAINTIGHT -
CAP Lt For ADDITONAL
(TYP.) o, INFORMATION REF
BLACK | 5" CALTRANS TYPE 9

e (ES-9A)
17" MINIMUM % —
wore PLATE ™

YELLOW /
BACKGROUND

WHITE
BACKGROUND

FRAME DETAILS (TYPE 9A) CONTROL

ASSEMBLY SPECIFICATIONS

TEMPERATURE RANGE —-30° TO +74C

CONTRACTOR INSTALLED

SOLAR POWERED

FLASHER
WHEN o CABINET MINMUM
FLASHING .
(24 x48")
2 ”» ”» ”» p—
PLATE J4"x18°x18” FOR 74 [
REQUIRED BATTERY CABINET —]
=
{NE
=
= lg2g
T Ll
4000 PS| e
CONCRETE = |
FOOTING )
UFER

TWO BATTERIES IN A SEPARATE CABINET

VOLTAGE REGULATOR

CURRENT & VOLTAGE METERS (IN CABINET)

SEPARATE CABINET FOR ELECTRONICS

GEL-CEL BATTERIES

100AMP HOUR

12VDC FLASHER

Y x147x14" FOR

CONCRETE PAD WITH =~ =4
FIBERMESH IN FRONT  .!
OF FLASHER CABINET

WITH ROUGH BROOM

POLE

PROVIDE
RAINTIGHT
CAP

o
|

2'-0" TAPERED STEEL POLE 9.375" MINIMUM 0.D. @
BASE x 0.1793" THICKNESS; MAXIMUM TAPER=0.140"/FT

o
J— F.G.

GROUND S
5'x5'x8" THICK

FINISH £

/[

]
| i —} ANCHOR
|
|

BOLTS
PER
MFR’'S

o jos.

(12) #7 VERTICAL BARS
EQUALLY SPACED WITH #4
STIRRUPS ON 6” CENTERS

CRP2102 TIME-SWITCHED WITH ANTENNAE & CPC
HARNESS (154.9950 MhX RADIO FREQUENCY)

3-0" 8

3" CLEARANCE
(TYP.)

ELEVATION
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